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PATENT 

IN THE CLAIMS 

Please amend the original claims ( strikothrough indicating deletion and underline 
indicating insertion), and enter new claims as follows: 


1-22 (cancelled) 

S3, (currently amended A display device comprising: 

C/\ ^7 a rack comprising a least one support member having a body portion extending 
(Herefrom ; and 

% a first array of at iea st two display panels mountfd to a first side of said rack, the 
first array comprising an ur deriving display panel having a first display surface with a 
^ sample of a first displayed^ material mounted thereon, the first display surface having a 
first width and a first height, the first array further comprising an overlying display panel 
having a secpnd width and a second height and having an inner edge pivotally mounted 
to the rack and a free edge distal the inner edoe. at least one of the second width and 


the first height such that at 
bevond the free edge oft 


the second height being sifficiently less than a corresponding one of the first width and 


th*j 
mil. 


least a portion of said first displayed material is visible 
overlying panel with the overlying display panel overiying 


the underlying display pa 

24. (previously added) The display device of Claim 23, further comprising a second 
array of at least two display panels mounted to a second side of said rack, the second 
array comprising a seconc underlying display panel having a second display surface 
with a sample of a second displayed material mounted thereon, the second display 
surface having a third width and a third height, the second array further comprising a 
second overlying display panel having a fourth width and a fourth height and having an 
inner edge pivotally mounted to the rack, at least one of the fourth width and the fourth 
height being sufficiently le >s than a corresponding one of the third width and the third 
height such that at least a portion of said second displayed material is visible with the 
second overlying display p anel overlying the second underlying display panel. 
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